
Central Highlands Regional Council Planning Scheme – Gazettal – March 2016

Contents of Schedule 6

Schedule 6 Planning scheme policies .............................................S6-1

SC6.1 Planning scheme policy index...........................................................................S6-1
SC6.2 Planning scheme policy for development works.............................................S6-2

SC6.2.1 Purpose………………………………………………………………..S6-2
SC6.2.2 Standards and Specifications……………………………………….S6-2

SC6.3 Planning scheme policy for information that Council may require…………..S6-3
SC6.3.3 Purpose………………………………………………………………..S6-3
SC6.3.4 Bushfire hazard assessment report and management plan……..S6-3
SC6.3.5 Flood hazard assessment study…………………………………….S6-5
SC6.3.6 Landscaping plan……………………………………………………..S6-6
SC6.3.7 Traffic impact assessment…………………………………………...S6-15



Central Highlands Regional Council Planning Scheme – Gazettal – March 2016

Tables in Schedule 6
Table SC6.1.1 Planning scheme policy index .................................................................... 1
Table SC6.3.6.1 Suitable Plant Species ................................................................................ 9



Central Highlands Regional Council Planning Scheme – Gazettal – March 2016 Page S6-1

Schedule 6 Planning scheme policies
SC6.1 Planning scheme policy index
The table below lists all the planning scheme policies applicable to the planning scheme area.

Table SC6.1.1 Planning scheme policy index

Planning scheme policies

Planning scheme policy for development works

Planning scheme policy for information that local government may require
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SC6.2 Planning scheme policy for development works
SC6.2.1 Purpose

The purpose of this planning scheme policy is to provide engineering standards, specifications,
and standard drawings for development works infrastructure including local roads (not State
roads) and access, water and sewer reticulation, drainage, and landscaping.

SC6.2.2 Standards and Specifications

(1) The design and construction of municipal works are undertaken in accordance with the
standards and specifications provided in the Capricorn Municipal Development Guidelines
that provide guidance for the following matters relating to the design and construction of
development works:-

a) Approval and Construction Procedures;
b) Construction specifications;
c) Design specifications;
d) Purchase specifications; and
e) Standard drawings.

SC6.2.3 Works Over or Near Sewerage, Water and Stormwater Drainage
Infrastructure

(1) Building work over or near sewers, water mains, stormwater drains and combined sanitary
drains must be assessed against MP1.4 – Building over or near relevant infrastructure of the
Queensland Development Code (QDC).

(2) In the case of proposed work over or near sewerage infrastructure that does not  comply with
the acceptable solutions in MP 1.4 – Building over or near relevant infrastructure Council
shall undertake an assessment of the performance requirements upon receipt of the
‘Application for Water & Sewerage Indemnity (2015-2016)’ form.

Please note that this application must be Registered Professional Engineers Queensland
(RPEQ) designed and certified.

(3) In the case of proposed work does not meet the requirements detailed in MP1.4, a full
assessment will be required by Council as the concurrence agency. The full assessment can
be done by completing:-

a) State Government Integrated Development Assessment System (IDAS) Form 1
clearly identifying the request for assessment of building over infrastructure by
Council in accordance with QDC MP 1.4; and

b) Council ‘Application for Water & Sewerage Indemnity (2015-2016)’ form.

Please note that this application must be Registered Professional Engineers Queensland
(RPEQ) designed and certified.

(4) If the infrastructure is located in an easement that is registered in the Queensland Land
Registry in favour of the relevant service provider, in addition to complying with the
Queensland Development Corporation Part, consent for the building work must be granted by
the registered holder of the easement prior to the assessment manager approving the
building development application. See section 65 of the Building Act 1975. It is advised that it
is not Council’s standard procedure to permit building in easements that contain water and
sewerage infrastructure.

(5) Written approval from Council must be received prior to the issue of a Decision Notice by a
building or private certifier.
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SC6.3 Planning scheme policy for information that Council
may require

SC6.3.3 Purpose

(2) The purpose of this planning scheme policy is to identify information, other than that specified
in another planning scheme policy, that the Council may require to inform the proper
assessment of a development application.

(2) More particularly, this planning scheme policy provides advice and guidance about the
circumstances when the following types of plans and reports may be required as well as the
typical content to be included in such plans and reports.

(a) Bushfire hazard assessment report and management plan;

(b) Flood hazard study;

(c) Landscaping plan;

(d) Traffic Impact Assessment.

Note—nothing in this planning scheme policy limits Council’s discretion to request any other relevant information that may
assist in the assessment of an application in accordance with the Act.

SC6.3.4 Bushfire hazard assessment report and management plan

(1) This planning scheme policy applies to development which requires assessment against the
Bushfire hazard overlay code.

(2) Where development requires assessment against the Bushfire hazard overlay code, an
applicant may be requested to provide additional information in the form of a bushfire hazard
assessment report and management plan.

(3) In particular, compliance with the Bushfire hazard overlay code may be demonstrated (in
part) by the submission of a bushfire hazard assessment report and/or a bushfire hazard
management plan prepared by a competent person in accordance with the following
guidelines.

Bushfire hazard assessment report

(4) The level of bushfire hazard identified on a bushfire hazard overlay map in Schedule 2
(Mapping) needs to be confirmed via the preparation of a site-specific bushfire hazard
assessment report. A bushfire hazard assessment report is to:-

(a) be prepared generally in accordance with the methodology prescribed in Appendix 5 of
the State Planning Policy Guideline – Guidance on flood, bushfire and landslide hazards;

(b) include more detailed site specific calculations of the bushfire hazard score(s) for the
development site based upon:-

(i) a quantitative assessment of predicted bushfire behaviour including calculation of
predicted fire intensity and rate of spread using McArthur’s equation and radiant
heat flux using a recognised model (i.e. the View Factor Model or the Leicester
Model). Calculations should be based on an forest fire danger index (FFDI) of 50
and maximum predicted fuel loads to determine appropriate setbacks;

(ii) a quantitative assessment including discussion of past fire behaviour/history, any
prescribed burning undertaken on the site or adjoining sites, likely fire paths, site
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factors that would minimise or maximise fire behaviour, fuel arrangements and
loads, potential ignition points, fire run distances towards houses (or proposed
house sites), slopes and any other matter considered important in respect to the
issue; and

(iii) a comparison of the above to the more general calculation methodology prescribed
in Appendix 5 of the State Planning Policy Guideline - Guidance on flood bushfire
and landslide hazards.

(c) include a bushfire hazard management summary detailed on an A3 size map/s at a
scale of 1:500; and

(d) be informed by consultation with the local Fire Brigade and where the land adjoins
Council, State or Commonwealth land, the relevant land manager.

Note—for the purposes of this planning scheme policy, a competent person is a qualified registered professional engineer
(RPEQ) with appropriate and proven technical experience in geotechnical engineering or engineering geology.

Bushfire hazard management plan

(5) Where a site-specific bushfire hazard assessment confirms that a development site is subject
to a medium, high or very high bushfire hazard, a bushfire hazard management plan may
need to be prepared to mitigate the adverse impacts of the hazard.

(6) A bushfire hazard management plan is to:-

(a) state the purpose, aim and objectives of the bushfire hazard management plan (e.g.
having regard to the level of hazard on the land, identify measures, actions and
responsibilities for the management of the hazard);

(b) summarise the results of the bushfire hazard assessment undertaken for the land,
including identification of the various parts of the land that have been determined to be
very high, high and medium bushfire hazard area;

(c) be informed by consultation with the local Fire Brigade and where the land adjoins
Council, State or Commonwealth land, the relevant land manager;

(d) include consideration of potential off-site sources of fire hazard including particular land
uses or physical features of the surrounding area (including details of properties within
100m of the land);

(e) address the impacts of the proposed development on the level of fire hazard
experienced by other land in the surrounding area, including any land containing water,
electricity, gas or telecommunications infrastructure;

(f) address any implications for ecologically important areas , areas of cultural heritage
significance or areas of landscape significance, including steps taken to minimise the
potential impacts of specified fire hazard mitigation measures;

(g) address the potential impacts of bushfire hazard mitigation measures on slope stability,
and on water quality in local receiving waters;

(h) specify fire hazard mitigation measures, such as:-

(i) elements of the development design, including the layout of roads and driveways,
and the location, size and orientation of lots and buildings;

(ii) specifications and materials for building design and construction in accordance with
the Building Code of Queensland;
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(iii) fire fighting infrastructure, including water supply and storage, equipment and
fittings, fire breaks and maintenance/access trails;

(iv) potential areas of clearing of native vegetation based on an ecological assessment
report or environmental management plan recently prepared for the site;

(v) details of landscape design requirements, including installation and maintenance
requirements;

(vi) information for occupants, including required training for persons employed on the
site during both construction and operational phases;

(vii) details of long term management requirements, including the frequency, extent and
intensity of burning in areas proposed to be subject to regular controlled ignitions;

(viii) details of areas to be subject to mosaic or patch burning techniques and manual
fuel reduction zones; and

(ix) any other measures based on or identified in a recently approved ecological
assessment report or environmental management plan for the site;

(i) identify the parties to be responsible for specific actions taken under the terms of the
bushfire management plan; and

(j) provide justification for any variation from the bushfire hazard mitigation measures
outlined in the Bushfire hazard overlay code.

SC6.3.5 Flood hazard assessment study

(1) This component of the planning scheme policy applies to development which requires
assessment against the Flood hazard overlay code.

(2) This component of the planning scheme policy is intended to identify and provide guidance
about information that may be required to support a development application where subject to
the Flood hazard overlay code.

(3) In particular, compliance with the Flood hazard overlay code may be demonstrated (in part)
by the submission of a flood hazard assessment report and/or a flood hazard mitigation
report prepared by a competent person in accordance with the following guidelines.

Flood hazard assessment report

(4) A flood hazard assessment report is to:-

(a) be prepared and certified by an RPEQ with experience in flood modelling and
management in accordance with industry best practice methodology;

(b) consider Council’s adopted flood and drainage studies for the relevant catchment(s); and

(c) as relevant, include accurate hydrological and hydraulic modelling of the waterway
network and assessment of existing flooding and flood levels of major water systems,
including modelling of the 50%, 10%, 5%, 1%, 0.5% and 0.2% AEP flood events and the
PMF.

Flood hazard mitigation report

(5) A flood hazard mitigation report is to:-

(a) assess the potential impacts of the development on flood hazard;
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(b) assess the potential impacts of flood hazard on the development;

(c) recommend strategies to be incorporated into the proposed development to satisfy the
outcomes of the Flood hazard overlay code;

(d) describe and evaluate the impact of the proposed mitigation strategies on the existing
and likely future use of land and buildings in proximity to the proposed development; and

(e) address the following:-

(i) water quality;

(ii) waterways, including bank stability;

(iii) impacts on adjacent properties both upstream and downstream;

(iv) preferred areas and non-preferred areas on site for various activities, based on the
probability of inundation and the volume and velocity of flows;

(v) the use of flood resistant materials and construction techniques able to withstand
relevant hydraulic and debris loads where appropriate;

(vi) the location and height of means of ingress and egress, including possible flood-
free escape routes;

(vii) the location and height of buildings, particularly habitable floor areas;

(viii) structural design, including the design of footings and foundations to take account
of static and dynamic loads (including debris loads and any reduced bearing
capacity owing to submerged soils);

(ix) the location and design of plant and equipment, including electrical fittings;

(x) access requirements for maintenance of proposed infrastructure;

(xi) the storage of materials which are likely to cause environmental harm if released as
a result of inundation or stormwater flows;

(xii) the appropriate treatment of water supply, sanitation systems and other relevant
infrastructure;

(xiii) relevant management practices, including flood warning and evacuation measures;

(xiv) details of any easements or reserves required for stormwater design; and

(xv) details of detention/retention storages.

(6) The level of detail required for a particular development should be determined in consultation
with Council’s development assessment officers.

SC6.3.6 Landscaping plan

(1) The purpose of this Planning Scheme Policy is to provide a guide to Council’s requirements
for Landscape Plans and to assist in demonstrating compliance with the Landscaping code.

(2) The Landscape Plan should be prepared by a suitably qualified person, and must contain at
least the following information:

Note: Plans are to be submitted at a scale of 1:500 (and not reduced by photocopy).
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(a) Site analysis identifying the following:

(i) Identification and description of the location and extent of views, and a description
of local character and visual quality;

(ii) Description and location of existing pedestrian and vehicular access routes into and
around the site;

(iii) Description of constraints (soil type, rock, location of existing roads and
infrastructure such as water, sewer and stormwater drainage) that may impact on
any landscape works associated with future development;

(iv) Description of topographical features including slope analysis and location of any
outstanding landscape features (including landmarks and built form);

(v) Description of prevailing winds and any other climatic conditions that may impact on
the landscaping works associated with development of the site; and

(vi) identification of an existing significant vegetation.

(b) Statement of Landscape Intent identifying the following:

(i) Address and name and Job/File Number of project;

(ii) Client’s name and address;

(iii) Designer’s name and address;

(iv) Locality plan including any adjoining roads, waterways and land uses;

(v) North Point;

(vi) Real Property Description;

(vii) Scale;

(viii) Legend;

(ix) Location of existing and proposed above ground and below ground infrastructure,
particularly in road reserves and existing or proposed public land;

(x) Existing features on the site to be retained or removed eg vegetation, built form;

(xi) Any structures or significant vegetation on adjoining properties that could impact on
the site;

(xii) Surveyed location and botanical name of existing vegetation, including species’
height and spread, specifying vegetation to be retained and that to be removed;

(xiii) Existing contours and proposed finish levels for earthwork;

(xiv) Surface, subsurface and drainage details associated with landscape works;

(xv) Notations of design intent for any landscape works, including desired character
themes and proposed function;

(xvi) Proposed location and function of public and private open space areas;

(xvii) Proposed location of any recreation facilities;
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(xviii) Approximate location of softscape areas including buffers, screens; rehabilitation
areas, any large garden bed areas and delineation of principle hardscape areas;

(xix) Proposed location of any slope batters steeper than 1:3;

(xx) Proposed fence size and material;

(xxi) Notation of species type for all areas to be replanted (eg Native, exotic, feature
planting, form and colour;

(xxii) Approximate location of any building, structure/site furniture and an indication of
their form and character (including entry statements);

(xxiii) Any overland drainage paths; and

(xxiv) Open space, visual and pedestrian links.

(c) Other issues that need to be addressed before a commencement of any detailed
landscape plans include:

(i) Open space management statement for any proposed public open space;

(ii) Plant procurement; and

(iii) Irrigation Strategy.

(d) The preparation of a detailed Landscape Plan comprising the following general
requirements for submission at Works stage:

(i) All planting plans are to have a Plant Schedule. Plant Schedules are to be divided up
into Trees, Palms, Shrubs, Ground Covers, Climbers, Ferns etc.

(ii) Botanical names are to be in alphabetical order and used in conjunction with common
names on the Plant Schedule.

(iii) Quantity and pot size of each individual species used in the planting design must be
included on the Plant Schedule.

(iv) Height and spread of trees at planting is to be included on the Plant Schedule.

(v) Spacing of all species and staking (if necessary) is to be included on the Plant
Schedule.

(vi) All species used are to be notated on the drawing by either full botanical name or by
code which will be referred to on the plant schedule. The plan and plant schedule
should include plant coding where necessary to avoid plans cluttered with lengthy
annotations.

Note: Plans are to be submitted at a scale of 1:200 (and not reduced by photocopy) and any information accompanying the
plans is to be submitted in A4 format.

Note: A Maintenance Program should be included as part of the information accompanying the Detailed
Landscape Plan. The maintenance program should address both softscape and hardscape and reinforce the overall
philosophy and objectives of the landscape design and include accepted horticultural practices and
codes/best practices necessary to establish the proposed landscape works in the noted maintenance period.
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Table SC6.3.6.1 Suitable Plant Species

LEGEND:
Drought resistance - V - very resistant

R - resistant
M - moderately resistant
T - tender when young
S - susceptible at all ages.

Frost resistance V - very resistant
R - resistant
M - moderately resistant
T - tender when young
S - susceptible at all ages.

Height in metres

Moist soils * Areas suitable where soil moisture is retained for
short periods, after rain. In gullies, depressions, low
land etc.

Clay heavy soils * Suitable

Sandstone or rocky * Suitable
subsoils

Origin N - Australian Native
E - Exotic

It is recommended that proponents reference “Native Plants for the Fitzroy Basin 2003”
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Common Name Botanical Name Drought
Resistance

Frost
Resistance

Height Moist
Soils

Clay – heavy
soils Other

Hydrological
models

Sandy
Rocky

Subsoil

Origin Type

Bracelet Honey Myrtle Melaleuca Armillaris R M 6 * * * N Windbreak, hedge, buffer
Revolution Green or Gold Melaleuca Bracteata R R 5 * * * N Windbreak, hedge. buffer
Thyme Honey Myrtle Maleleuca Thymifolia M M .08 * 8 n Hedge, purple bottle

brushes
Vivid Flower Paperbark Melaleuca Viridifolia M S 15 N Hedge, speciman tree

well drained areas
Yellow Poinciana Peltophorum

Pterocarpum
S S 12 * * * E Large shade tree , messy

Yellow Pittosporum Pittosporum
Revolutum

M M 2 * * * E Hedge

Mock Orange Pittosporum
Undulatum

M M 10 * * * E Sweet smelling flowers

Tree Wisteria Pongamia Pinnatat M M 5 * E Biofuel tree, prolific seed production
Scotia - Drunken Parrot
Tree

Schotia Brachypetala R T 3-5 * * * E Huge canopy, slow growing

Tipuana Tipuana Tipu R T 7 * * E Very fast growing, large canopy
Coral Plant Russelia

Equisetiformis
S S 1 * * E Good gap filler

Fish Tail Palm Caryota Mitis T T 5 * E Prefers well drained soil
Dawson River Palm R R 10 * * N Very hardy palm fast growing
Alexandra Palm Archontophoenix

Alexandrae
S T 10 * E Can be difficult in this area

Cape Dandelion Arctotheca Calendula M S Ground Cover * * * E Excellent ground cover under trees etc.
African Daisies Osteospermum

Jucundum
M R 0.5 * * * E Perennial daisies. Full or part sun

Gazania S R Ground Cover * * E Hardy ground cover flowers all year
Chrysanthemum
Rubellum

S yR 60cm * * E Bush perennial
hardy

Yellow Bell

Lemon scented myrtle

Tecoma Stans

Backhousia Citriodora

R

R

RS

R

5

5-10m

* * * E Very hardy , good screen plant Germinates
too easily ,spreads, wouldn’t recommend
Tree –food plant

Callistemon Callistemon Personii R R Ground
Cover

* * N Hedge, specimen tree
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Melaleuca Melaleuca
Lecandendra

R RS 15 * * * N Hedge, specimen tree

Mount Morgan Wattle Qld
Silver Wattle

Acacia

Podalyriifolia

M T 4 * * N * Windbreak , buffer

Crowded leaved

Wattle

Acacia Conferta R R 3 * N *  Hedge

Brisbane Wattle Acacia Fimbriata M M 5 * * N *  Windbreak, buffer

Lilly Pilly Acmena Smithii

Syzygium Elite

S S 18 * N *  Windbreak, buffer

Broad leaved Bottle

Tree

Brachychiton

Australis

V M 12 * * N Deciduous - Slow growing

Red Bauhinia

White flowering

Bauhinia

Bauhinia Galpinii M T 3 * * E *  Hedge windbreak, buffer

Purple Orchid Tree Bauhinia

Variegata

M T 5 * * E *  Windbreak, buffer

Leopard Tree Caesalpinea

Ferrea

M M 15 * * * E Ornamental - Slow growing messy

Fiery Bottlebrush Callistemon R R 3 * * N *  Hedge, screen, buffer



Central Highlands Regional Council Planning Scheme – Gazettal – March 2016 Page S6-12

Phoenicus

White Bottlebrush Callistemon

Salignus

R M 6 * * * N *  Windbreak, buffer

Weeping Bottlebrush Callistemon

Viminalis

M T 6 * * * N *  Windbreak, buffer

Dwarf Weeping Bottle

Brush

Callistemon

Viminalis Dwarf

Callistemon Kings

Park special

R T 1.5 * * * N *  Hedge, buffer

Lower growing compact shrub

Bribie Island Pine Callitris

Columellaris

R R 20 * N Fire hazard, flammable

*  Windbreak

Laburnum Golden

Shower

Cassia Fistula M T 6 * * * E Can be untidy

Desert Cassia Cassis Eremophila

Nemophila

V R 2.5 * * * N Good for hot dry conditions

River Sheoak Casuarina

Cunninghamiana

R R 30 * * N *  Screen - quick growing

Swamp  Bloodwood Eucalyptus

Ptychocarpa

S M 10 * * * N Good flowering tree
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Red flowering Yellow

Gum

Eucalyptus

Leucoxlyon

Macrocarpa

M R 7 * * * N Windbreak, buffer

Ghost Gum Eucalyptus

Papuana

V M 10-20 * * N Stunted and crooked in

Red Banks Grevillea Grevillea Banksii M T 2.5 * * N Hedge, buffer

Tulipwood Harpullia Pendula S T 15-20 * * N Good shade tree

Jacaranda Jacaranda

Mimosaefolia

M T 12 * * E Shade and Ornamental

Bottle Tree Brachychiton

Rupestris

R R 12 * * * N Good Shade

Lemon Scented Tea

Tree

Leptospermum

Petersonii

M T 3 * * * N Windbreak, hedge, buffer

Tuckeroo Cupaniopsis

Anacardioides

N Street Tree

Slow growing

Pony Tail Beaucarnia T T 2-3 * * * E feature

Spider Lillies Crinum Lilly M M 1 * * N Ground cover

Hoop Pine Araucaria M M Huge * Tree
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cunninghamil slow

growing

Native grasses and

sedges for Bio Basin

Emerald Lustre

Plum Pine/Brown Pine

Viburnum

Podocarpus Elatus

R

M

R

T

3-5m

8 -15m

*

*

E

N

Large shrub ,white flowering followed

by red berries

Large tree 6-15m edible fruit
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SC6.3.7 Traffic impact assessment

(1) Performance outcome PO2 of Table 9.4.4.3.2 (Criteria for assessable development only) of
the Transport and parking code requires that development involving high trip generating land
uses minimises any adverse impacts on surrounding land uses and the external transport
network, including by the provision of infrastructure and services to increase the use of public
and active transport.

(2) Compliance with this performance outcome of the Transport and parking code may be
demonstrated (in part) by the submission of a traffic impact assessment report prepared by a
competent person in accordance with the following guidelines.

(3) As a minimum, the traffic impact assessment report should provide:-

(a) an assessment of the traffic generation and movements and/or on-site manoeuvring
associated with the proposed development;

(c) an assessment of the proposal and its impacts in the context of the surrounding road
network; and

(c) recommendations and/or design solutions to mitigate any traffic impacts associated with
the development.

(4) Depending on the nature and scale of the proposed development and the location and
characteristics of the development site, the traffic impact assessment report may also need to
consider:-

(a) specific measures to ensure the proposal will contribute towards encouraging walking,
cycling and greater use of public transport in preference to using private cars;

(b) the need to improve public transport services and infrastructure as a result of the
development;

(c) measures to ensure maximum accessibility to public transport, including future expanded
services;

(d) a review of the existing and proposed traffic network and traffic operating conditions
based on an appropriate planning horizon (with a minimum of 10 years);

(e) the amount of other traffic likely to be generated by the development, particularly in
relation to the capacity of the road system in the locality and the probable effect of traffic
on the movement of other traffic on the road system. This includes the impact of
generated traffic on:-

(i) key nearby intersections;

(ii) local streets in the neighbourhood of the development;

(iii) the environment;

(iv) existing nearby major traffic generating development;

(v) the major road network;

(f) existing parking supply and demand in the vicinity of the proposed development;

(g) level of provision for parking in the development based on land use and public transport
provision;
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(h) whether the proposed means of ingress to or egress from the site of the development are
adequate and located appropriately according to the Council’s road hierarchy;

(i) adequate provision to be made for the loading, unloading, manoeuvring and parking of
vehicles within that development or on that land;

(j) movements of freight carrying vehicles associated with the proposal and how these are to
be minimised;

(k) the possibility of integration with adjacent development;

(l) the effects on public transport, traffic operations and parking, of any temporary works
required during construction;

(m) any comments made by the Department of Transport and Main Roads that are in
accordance with the rights and powers of this agency;

(n) the existing and likely future amenity of the surrounding area; and

(o) a statement of all of the assumptions made in the preparation of the report and the design
parameters adopted in the technical analysis.


